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VVeerrnnaaccrryyll       
  Peelable Protective Varnish 

Information contained in this document is the result of careful tests carried out objectively. It has been 
produced to aid the Buyer, but without implying any commitment on our part. The Buyer shall remain 
responsible for satisfying himself that the products as supplied by us are suitable for his intended purpose. 
Since we cannot control the application, process, or use of these products, we cannot accept 
responsibility therefore.  
  

1. DESCRIPTION 
 
Vernacryl is a red or colourless peelable varnish to protect assemblies, spare parts, 
dies and moulds, tooling etc.  It can be used to protect equipment, metals and 
polished surfaces during manufacture, storage or transport. 
 
 
2. ADVANTAGES 
 
Ø Easy to use 
Ø Effective protection 
Ø Quick drying 
Ø Peelable as a solid film 
Ø Good adherence 
Ø For paintwork and decoration it avoids having to use masking or masking tape 

in some instances. 
 
 
3. APPLICATIONS 
 
In the engineering, optical, electrical and plastic industries: 
 
Ø Protection of metals and polished surfaces during assembly, transport, storage 

or manufacture. 
Ø Protection of production tools and dies when they are not in use.  
Ø Protection of miscellaneous components. 
Ø Protection and insulation of paint booths. 
Ø Temporary masking of items. 
 
 
4. PROPERTIES 
 
Ø Varnish which can be peeled off after 15 minutes. 
Ø Dries at ambient temperature in 6 minutes. 
Ø Colour  : transparent bright red or colourless. 
 
 
5. METHOD 
 
Apply to a very dry clean surface. 
It is essential to spray on Vernacryl as an even continuous film to avoid blisters 
below which the surface might be attacked. 
 
The film can be detached very quickly. 
 
Note: On painted surfaces or plastics only use colourless Vernacryl and after 
previously testing to make sure that it is compatible with the surface to which it is 
to be applied. 
 
 
6. HEALTH & SAFETY  
 
(Refer to Health & Safety Data Sheet) 


